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(f)–(g) [Reserved] 
(h) You must submit the reports ac-

cording to the procedures specified in 
paragraphs (h)(1) through (3) of this 
section. 

(1) Within 60 days after the date of 
completing each performance test (de-
fined in § 63.2) as required by this sub-
part you must submit the results of the 
performance tests, including any asso-
ciated fuel analyses, required by this 
subpart and the compliance reports re-
quired in § 63.7550(b) to the EPA’s 
WebFIRE database by using the Com-
pliance and Emissions Data Reporting 
Interface (CEDRI) that is accessed 
through the EPA’s Central Data Ex-
change (CDX) (www.epa.gov/cdx). Per-
formance test data must be submitted 
in the file format generated through 
use of the EPA’s Electronic Reporting 
Tool (ERT) (see http://www.epa.gov/ttn/ 
chief/ert/index.html). Only data collected 
using test methods on the ERT Web 
site are subject to this requirement for 
submitting reports electronically to 
WebFIRE. Owners or operators who 
claim that some of the information 
being submitted for performance tests 
is confidential business information 
(CBI) must submit a complete ERT file 
including information claimed to be 
CBI on a compact disk or other com-
monly used electronic storage media 
(including, but not limited to, flash 
drives) to the EPA. The electronic 
media must be clearly marked as CBI 
and mailed to U.S. EPA/OAPQS/CORE 
CBI Office, Attention: WebFIRE Ad-
ministrator, MD C404–02, 4930 Old Page 
Rd., Durham, NC 27703. The same ERT 
file with the CBI omitted must be sub-
mitted to the EPA via CDX as de-
scribed earlier in this paragraph. At 
the discretion of the Administrator, 
you must also submit these reports, in-
cluding the confidential business infor-
mation, to the Administrator in the 
format specified by the Administrator. 
For any performance test conducted 
using test methods that are not listed 
on the ERT Web site, the owner or op-
erator shall submit the results of the 
performance test in paper submissions 
to the Administrator. 

(2) Within 60 days after the date of 
completing each CEMS performance 
evaluation test (defined in 63.2) you 
must submit the relative accuracy test 

audit (RATA) data to the EPA’s Cen-
tral Data Exchange by using CEDRI as 
mentioned in paragraph (h)(1) of this 
section. Only RATA pollutants that 
can be documented with the ERT (as 
listed on the ERT Web site) are subject 
to this requirement. For any perform-
ance evaluations with no corresponding 
RATA pollutants listed on the ERT 
Web site, the owner or operator shall 
submit the results of the performance 
evaluation in paper submissions to the 
Administrator. 

(3) You must submit all reports re-
quired by Table 9 of this subpart elec-
tronically using CEDRI that is 
accessed through the EPA’s Central 
Data Exchange (CDX) (www.epa.gov/ 
cdx). However, if the reporting form 
specific to this subpart is not available 
in CEDRI at the time that the report is 
due the report you must submit the re-
port to the Administrator at the appro-
priate address listed in § 63.13. At the 
discretion of the Administrator, you 
must also submit these reports, to the 
Administrator in the format specified 
by the Administrator. 

[78 FR 7183, Jan. 31, 2013] 

§ 63.7555 What records must I keep? 
(a) You must keep records according 

to paragraphs (a)(1) and (2) of this sec-
tion. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any Initial Noti-
fication or Notification of Compliance 
Status or semiannual compliance re-
port that you submitted, according to 
the requirements in § 63.10(b)(2)(xiv). 

(2) Records of performance tests, fuel 
analyses, or other compliance dem-
onstrations and performance evalua-
tions as required in § 63.10(b)(2)(viii). 

(b) For each CEMS, COMS, and con-
tinuous monitoring system you must 
keep records according to paragraphs 
(b)(1) through (5) of this section. 

(1) Records described in 
§ 63.10(b)(2)(vii) through (xi). 

(2) Monitoring data for continuous 
opacity monitoring system during a 
performance evaluation as required in 
§ 63.6(h)(7)(i) and (ii). 

(3) Previous (i.e., superseded) versions 
of the performance evaluation plan as 
required in § 63.8(d)(3). 
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(4) Request for alternatives to rel-
ative accuracy test for CEMS as re-
quired in § 63.8(f)(6)(i). 

(5) Records of the date and time that 
each deviation started and stopped. 

(c) You must keep the records re-
quired in Table 8 to this subpart in-
cluding records of all monitoring data 
and calculated averages for applicable 
operating limits, such as opacity, pres-
sure drop, pH, and operating load, to 
show continuous compliance with each 
emission limit and operating limit that 
applies to you. 

(d) For each boiler or process heater 
subject to an emission limit in Tables 
1, 2, or 11 through 13 to this subpart, 
you must also keep the applicable 
records in paragraphs (d)(1) through 
(11) of this section. 

(1) You must keep records of monthly 
fuel use by each boiler or process heat-
er, including the type(s) of fuel and 
amount(s) used. 

(2) If you combust non-hazardous sec-
ondary materials that have been deter-
mined not to be solid waste pursuant 
to § 241.3(b)(1) and (2) of this chapter, 
you must keep a record that docu-
ments how the secondary material 
meets each of the legitimacy criteria 
under § 241.3(d)(1) of this chapter. If you 
combust a fuel that has been processed 
from a discarded non-hazardous sec-
ondary material pursuant to 
§ 241.3(b)(4) of this chapter, you must 
keep records as to how the operations 
that produced the fuel satisfy the defi-
nition of processing in § 241.2 of this 
chapter. If the fuel received a non- 
waste determination pursuant to the 
petition process submitted under 
§ 241.3(c) of this chapter, you must keep 
a record that documents how the fuel 
satisfies the requirements of the peti-
tion process. For operating units that 
combust non-hazardous secondary ma-
terials as fuel per § 241.4 of this chapter, 
you must keep records documenting 
that the material is listed as a non- 
waste under § 241.4(a) of this chapter. 
Units exempt from the incinerator 
standards under section 129(g)(1) of the 
Clean Air Act because they are quali-
fying facilities burning a homogeneous 
waste stream do not need to maintain 
the records described in this paragraph 
(d)(2). 

(3) For units in the limited use sub-
category, you must keep a copy of the 
federally enforceable permit that lim-
its the annual capacity factor to less 
than or equal to 10 percent and fuel use 
records for the days the boiler or proc-
ess heater was operating. 

(4) A copy of all calculations and sup-
porting documentation of maximum 
chlorine fuel input, using Equation 7 of 
§ 63.7530, that were done to demonstrate 
continuous compliance with the HCl 
emission limit, for sources that dem-
onstrate compliance through perform-
ance testing. For sources that dem-
onstrate compliance through fuel anal-
ysis, a copy of all calculations and sup-
porting documentation of HCl emission 
rates, using Equation 12 of § 63.7530, 
that were done to demonstrate compli-
ance with the HCl emission limit. Sup-
porting documentation should include 
results of any fuel analyses and basis 
for the estimates of maximum chlorine 
fuel input or HCl emission rates. You 
can use the results from one fuel anal-
ysis for multiple boilers and process 
heaters provided they are all burning 
the same fuel type. However, you must 
calculate chlorine fuel input, or HCl 
emission rate, for each boiler and proc-
ess heater. 

(5) A copy of all calculations and sup-
porting documentation of maximum 
mercury fuel input, using Equation 8 of 
§ 63.7530, that were done to demonstrate 
continuous compliance with the mer-
cury emission limit for sources that 
demonstrate compliance through per-
formance testing. For sources that 
demonstrate compliance through fuel 
analysis, a copy of all calculations and 
supporting documentation of mercury 
emission rates, using Equation 13 of 
§ 63.7530, that were done to demonstrate 
compliance with the mercury emission 
limit. Supporting documentation 
should include results of any fuel anal-
yses and basis for the estimates of 
maximum mercury fuel input or mer-
cury emission rates. You can use the 
results from one fuel analysis for mul-
tiple boilers and process heaters pro-
vided they are all burning the same 
fuel type. However, you must calculate 
mercury fuel input, or mercury emis-
sion rates, for each boiler and process 
heater. 
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(6) If, consistent with § 63.7515(b), you 
choose to stack test less frequently 
than annually, you must keep a record 
that documents that your emissions in 
the previous stack test(s) were less 
than 75 percent of the applicable emis-
sion limit (or, in specific instances 
noted in Tables 1 and 2 or 11 through 13 
to this subpart, less than the applica-
ble emission limit), and document that 
there was no change in source oper-
ations including fuel composition and 
operation of air pollution control 
equipment that would cause emissions 
of the relevant pollutant to increase 
within the past year. 

(7) Records of the occurrence and du-
ration of each malfunction of the boil-
er or process heater, or of the associ-
ated air pollution control and moni-
toring equipment. 

(8) Records of actions taken during 
periods of malfunction to minimize 
emissions in accordance with the gen-
eral duty to minimize emissions in 
§ 63.7500(a)(3), including corrective ac-
tions to restore the malfunctioning 
boiler or process heater, air pollution 
control, or monitoring equipment to 
its normal or usual manner of oper-
ation. 

(9) A copy of all calculations and sup-
porting documentation of maximum 
TSM fuel input, using Equation 9 of 
§ 63.7530, that were done to demonstrate 
continuous compliance with the TSM 
emission limit for sources that dem-
onstrate compliance through perform-
ance testing. For sources that dem-
onstrate compliance through fuel anal-
ysis, a copy of all calculations and sup-
porting documentation of TSM emis-
sion rates, using Equation 14 of 
§ 63.7530, that were done to demonstrate 
compliance with the TSM emission 
limit. Supporting documentation 
should include results of any fuel anal-
yses and basis for the estimates of 
maximum TSM fuel input or TSM 
emission rates. You can use the results 
from one fuel analysis for multiple 
boilers and process heaters provided 
they are all burning the same fuel 
type. However, you must calculate 
TSM fuel input, or TSM emission rates, 
for each boiler and process heater. 

(10) You must maintain records of 
the calendar date, time, occurrence and 
duration of each startup and shutdown. 

(11) You must maintain records of 
the type(s) and amount(s) of fuels used 
during each startup and shutdown. 

(e) If you elect to average emissions 
consistent with § 63.7522, you must ad-
ditionally keep a copy of the emission 
averaging implementation plan re-
quired in § 63.7522(g), all calculations 
required under § 63.7522, including 
monthly records of heat input or steam 
generation, as applicable, and moni-
toring records consistent with § 63.7541. 

(f) If you elect to use efficiency cred-
its from energy conservation measures 
to demonstrate compliance according 
to § 63.7533, you must keep a copy of the 
Implementation Plan required in 
§ 63.7533(d) and copies of all data and 
calculations used to establish credits 
according to § 63.7533(b), (c), and (f). 

(g) If you elected to demonstrate that 
the unit meets the specification for 
mercury for the unit designed to burn 
gas 1 subcategory, you must maintain 
monthly records (or at the frequency 
required by § 63.7540(c)) of the calcula-
tions and results of the fuel specifica-
tion for mercury in Table 6. 

(h) If you operate a unit in the unit 
designed to burn gas 1 subcategory 
that is subject to this subpart, and you 
use an alternative fuel other than nat-
ural gas, refinery gas, gaseous fuel sub-
ject to another subpart under this part, 
other gas 1 fuel, or gaseous fuel subject 
to another subpart of this part or part 
60, 61, or 65, you must keep records of 
the total hours per calendar year that 
alternative fuel is burned and the total 
hours per calendar year that the unit 
operated during periods of gas curtail-
ment or gas supply emergencies. 

(i) You must maintain records of the 
calendar date, time, occurrence and du-
ration of each startup and shutdown. 

(j) You must maintain records of the 
type(s) and amount(s) of fuels used dur-
ing each startup and shutdown. 

[76 FR 15664, Mar. 21, 2011, as amended at 78 
FR 7185, Jan. 31, 2013] 

§ 63.7560 In what form and how long 
must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 
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